
RETRO-FIT WINDOW  INSTALLATION

NOTICE:  READ BEFORE INSTALLING

3. After sashes, hardware, and stops are 

removed from the old window.  Remove 
dirt or debris from the opening, then 
caulk the stops that will meet the new 
window. 

Note: If the sill extension is to be used, 
no caulking should be applied to the sill.

4. Insert  the replacement window into the 

opening, bottom first and then tilt into 
place and center in the existing frame. 

5. Use a level to make sure 
the frame is plumb.  Square 
the frame by using diagonal 

measurements, regardless of 
the “square-ness” of the 
opening.  

7. Insert installation screws until just snug (first the top two, then 
the bottom two), centering the frame from side to side and 
checking to be sure the frame remains square and is NOT

bowed.  Caulk around screw holes and insert 3/8” plug buttons if 
applicable.  Screws may be fastened behind the top and bottom 
sash stops of Hung windows 

Check window for smooth operation and proper lock alignment.  
Check for equal reveals between the sash and mainframe, 

readjust if needed.                       

9. Install sill expander to compensate for the sloping sill of the 
old window, trim it to fit the existing sloped sill and width of the 
opening. A head expander is also available upon request.   

RECOMMENDED INSTALLATION:
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GENERAL INFORMATION:

IMPROPER INSTALLATION AND CARE MAY VOID WARRANTY.  THESE INSTRUCTIONS ARE A BASIC/GENERAL RECOMMEDATION FOR 

INSTALLATION, BUT MAY NOT BE UTILIZED IN EVERY APPLICATION METHOD.  THE MANUFACTURER ASSUMES NO RESPONSIBILITY FOR 

FAILURE, PERFORMANCE OR INJURY FROM IMPROPER INSTALLATION METHODS, CARE AND OR USE.

1. Remove any shipping blocks and 

wrappings from the window. 

2. Check the dimensions of the existing 

window opening to be certain the 
replacement window will fit in the 
opening and there is enough room for 
insulation and adjustment as the opening 
may be out  of square. 

Shim 

accordingly. 

Number of 

shims will 
vary with 

window size.

Equal 

measurements 

required at points 
both horizontally 

and vertically.

6. Shims may be necessary to true-up the window.  It is 

best to place shims near installation screws, staying at 
least 4” from the welded corners.  As screws are being 
installed, make sure the frame remains straight and 
sashes seal against the frame in an equal sight line from 
top to bottom & side to side. 

10. Apply appropriate sealant between exterior trim and window.

9. Loosely install conventional fiberglass insulation into the 
cavities between the window frame and the rough opening.  
Apply a high quality sealant around the window  where it meets 

the siding material. 


